


HEAT AND COOL
G-PRC 5-15 HP REMOTE AIR-COOLED PORTABLE CHILLERS

202Specifications, appearances and dimensions are subject to change without notice.

DIMENSIONS: GPRC-20, 5 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Ambient Air Temperature -20 - 115 °F Sound Power Level 85 dBA
Condenser Air Flow 4230 CFM
Condenser Aluminum Frame Galvanized Steel
Condeser Fans 24” Axial Panels Powder Coated Steel

Condenser Fan Motor 1/2 hp OAO; 1140 RPM; 1.3 FLA Weight (Shipping) 221 lbs.

Power 460V/3/60



203Specifications, appearances and dimensions are subject to change without notice.

DIMENSIONS: GPRC-30, 7.5 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Cooling Capacity 7.3 Tons Altitude Sea Level
Coolant Supply Temperature 50 °F Compressor Power 7579 Watts
Ambient Air Temperature 95 °F EER 11.56 BTU/Watt
Coolant WATER

Coolant Flow 17 GPM

Unit Pressure Drop 7 PSID
OPERATING PARAMETERS

Coolant Supply Temperature 20-80 °F Coolant Flow 9-36 GPM

Minimum Load 1.46 Tons
SPECIFICATIONS

Compressor Scroll Evaporator Filter 20 Mesh
Coolant Pump SST Centrifugal Coolant Circuit Non-ferrous
Evaporator Brazed Plate Capacity Control Hot gas bypass

Frame Galvanized Steel
Panels Powder Coated Steel

Reservoir 20 gal. Polyethylene Weight (operating) 790 lbs.

Power 460V/3/60 Weight (shipping) 620 lbs.
Control Circuit 24/120 VAC Electrical Enclosure NEMA 12
Compressor Rated Load Amps 14.7 Amps Control Mircroprocessor

G-PRC 5-15 HP REMOTE AIR-COOLED PORTABLE CHILLERS
HEAT AND COOL



DIMENSIONS: GPRC-30, 7.5 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Ambient Air Temperature -20 - 115 °F Sound Power Level 92 dBA
Condenser Air Flow 6343 CFM
Condenser Aluminum Frame Galvanized Steel
Condeser Fans 24” Axial Panels Powder Coated Steel

Condenser Fan Motor 1hp OAO; 1140 RPM; 2.1 FLA Weight (Shipping) 277 lbs.

Power 460V/3/60

Specifications, appearances and dimensions are subject to change without notice. 204
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DIMENSIONS: GPRC-40, 10 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Cooling Capacity 9.91 Tons Altitude Sea Level
Coolant Supply Temperature 50 °F Compressor Power 10070 Watts
Ambient Air Temperature 95 °F EER 11.81 BTU/Watt
Coolant WATER

Coolant Flow 24 GPM

Unit Pressure Drop 7 PSID
OPERATING PARAMETERS

Coolant Supply Temperature 20-80 °F Coolant Flow 12-48 GPM

Minimum Load 1.98 Tons
SPECIFICATIONS

Compressor Scroll Evaporator Filter 20 Mesh
Coolant Pump SST Centrifugal Coolant Circuit Non-ferrous
Evaporator Brazed Plate Capacity Control Hot gas bypass
Refrigerant R410a Frame Galvanized Steel

Panels Powder Coated Steel
Reservoir 40 gal. Polyethylene Weight (operating) 980 lbs.

Power 460V/3/60 Weight (shipping) 650 lbs.
Control Circuit 24/120 VAC Electrical Enclosure NEMA 12
Compressor Rated Load Amps 17.9 Amps Control Mircroprocessor

Specifications, appearances and dimensions are subject to change without notice. 205
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HEAT AND COOL
G-PRC 5-15 HP AIR-COOLED PORTABLE CHILLERS

206Specifications, appearances and dimensions are subject to change without notice.

DIMENSIONS: GPRC-40, 10 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Ambient Air Temperature -20 - 115 °F Sound Power Level 92 dBA
Condenser Air Flow 8458 CFM
Condenser Aluminum Frame Galvanized Steel
Condeser Fans 32” Axial Panels Powder Coated Steel

Condenser Fan Motor 1hp OAO; 1140 RPM; 2.1 FLA Weight (Shipping) 287 lbs.

Power 460V/3/60



HEAT AND COOL

207Specifications, appearances and dimensions are subject to change without notice.

G-PRC 5-15 HP AIR-COOLED PORTABLE CHILLERS

DIMENSIONS: GPRC-50, 15 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Cooling Capacity 15.19 Tons Altitude Sea Level
Coolant Supply Temperature 50 °F Compressor Power 14882 Watts
Ambient Air Temperature 95 °F EER 12.25 BTU/Watt
Coolant WATER

Coolant Flow 36 GPM

Unit Pressure Drop 7 PSID
OPERATING PARAMETERS

Coolant Supply Temperature 20-80 °F Coolant Flow 18-72 GPM

Minimum Load 3.04 Tons
SPECIFICATIONS

Compressor Scroll Evaporator Filter 20 Mesh
Coolant Pump SST Centrifugal Coolant Circuit Non-ferrous
Evaporator Brazed Plate Capacity Control Hot gas bypass
Refrigerant R410a Frame Galvanized Steel

Panels Powder Coated Steel
Reservoir 40 gal. Polyethylene Weight (operating) 1180 lbs.

Power 460V/3/60 Weight (shipping) 840 lbs.
Control Circuit 24/120 VAC Electrical Enclosure NEMA 12
Compressor Rated Load Amps 26.9 Amps Control Mircroprocessor



HEAT AND COOL
G-PRC 5-15 HP AIR-COOLED PORTABLE CHILLERS

208Specifications, appearances and dimensions are subject to change without notice.

DIMENSIONS: GPRC-50, 15 TON
PERFORMANCE (NOMINAL DESIGN CONDITIONS)

Ambient Air Temperature -20 - 115 °F Sound Power Level 93 dBA
Condenser Air Flow 12687 CFM
Condenser Aluminum Frame Galvanized Steel
Condeser Fans 32” Axial Panels Powder Coated Steel

Condenser Fan Motor 2hp OAO; 1140 RPM; 3.4 FLA Weight (Shipping) 371 lbs.

Power 460V/3/60



PUMP CURVES: 5-15 HP

HP Model GP20 GP30 GP40 GP50
1.5 CDU 70/315D3G S - - -
2 CDU 70/520D3G O S S -
3 CDU 120/530DG O O O S
3 2CDU 70/306 O - - -
5 2CDU 200/506 O O O O

10 3U 32-200-1100D3G - - O O

Specifications, appearances and dimensions are subject to change without notice. 209

HEAT AND COOL
GP 5-15 HP PUMP CURVES - 60 HZ



Specifications, appearances and dimensions are subject to change without notice. 210

GP 5-15 HP PUMP CURVES - 50 HZ
HEAT AND COOL

PUMP CURVES: 5-15 HP

HP Model GP20 GP30 GP40 GP50
1.5 CDU 70/315D3G S - - -
2 CDU 70/520D3G O S S -
3 CDU 120/530DG - O O S
3 2CDU 70/306 O - - -
5 2CDU 200/506 O O O O

10 3U 32-200-1100D3G - - O O




